
01

Material
Given its mechanical properties, ASA is ideal for the production for functional prototyping, manufacturing tools, but also for the production of goods for 
everyday usage including outdoor applications.
Its main advantages are its excellent weather resistance, good dimensional stability and low level of yellowing.
ASA has a higher rigidity than ABS and thus it is suitable for demanding applications.
This material can be used in the production of electrical and electronic equipment. It does not contain the restricted substances.
Use of this material in the food or medical industry is not recommended.

Typical ValuePhysical Properties

Material Density ISO 1183 -1,07g/cm3

Test Method Test Condition

Typical ValueThermal Properties

Heat Deflection Temperature

ISO 75 0,45 MPa93 ºC

ISO 75 1,8 MPa86 ºC

Test Method Test Condition

Typical ValueMechanical Properties

Tensile Strength ISO 527 -40 MPa

Tensile Modulus ISO 527 -1,6 GPa

Elongation at Xield Point ISO 527 -3,3 %

Flexural Strength ISO 178 -62 MPa

Flexural Modulus ISO 178 -1,8 GPa

Impact Strength Charpy ISO 179 Unnotched40 kJ/m2

Impact Strength Charpy ISO 179 Notched14 kJ/m2

Rockwell Hardness ISO 2039-2 R-Scale92

Test Method Test Condition
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