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Material
Nylon is an engineering thermoplastic that is non-abrasive, ideal for non-scratching parts or work holding, and printed parts for repeated handling. The material 
can be post processed in different ways, like dyeing or painting.
It offers improved smoothness, great finish, great strength, and great stiffness. 
Nylon exhibits outstanding abrasion resistance with good flexibility to suit a different range of applications.

Typical ValuePhysical Properties

Material Density ISO 1183 -1,1g/cm3

Test Method Test Condition

Typical ValueThermal Properties

Heat Deflection Temperature ISO 75 -41 ºC

Test Method Test Condition

Typical ValueMechanical Properties

Tensile Stress at Yield ISO 527 -51 MPa

Tensile Modulus ISO 527 -1,7 GPa

Tensile Strain at Yield ISO 527 -4,5 %

Tensile Stress at Break ISO 527 -36 MPa

Tensile Strain at Break ISO 527 -150 %

Flexural Strength ISO 178 -50 MPa

Flexural Modulus ISO 178 -1,4 GPa

IZOD Impact ISO 180 Notched1,1 J/m

Test Method Test Condition

NOTES
1) Tests plaques are designed to maximize test performance. Test plaques are printed with full infill. All customer parts should be tested in accordance with customer’s specifications.


